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This stove has been designed to offer
maximum comfort, performance and
safety.

The greatest care has been taken
during the manufacturing process.
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ABOUT THE PRODUCT

rms, accreditations and technical features

Stliv 6-H intermittent stoves comply
with European EN standards
(performance, gas emissions, safety
etc.).

The following information has been
provided by an accredited laboratory.

Results of tests that comply with
EN 16510-1:2022 standards:
16510-2-1: 2022(stoves)

The Stliv 6-H is covered by
pattern drawings no. DM205982

Intended use : space heating in residential buildings.
Please read and follow the user instructions before EN ERG o0
10 iir;tlllr;igv!ecl)nly use recommended fuels : wood logs . '. e AL G @
y
o~
A s Eoemen s N e oo stary 55 H 5610
Stav S.A. Rue JuIesABorbouse 4, 5170 Bois-de-villers Notified body identification n*: 0608
STUV 6 H 5650 Declaration of performance n>:  QA191322926 AT
Hygiene, health and environment Nominal output Part load output | Energy economy and heat retention Nominal Part load
Emissions at 13% d’oxygéne co 824 mg/Nm? - Space heat output | 5.9 kW - u
NOx 109 mg/Nm? - Water heat output | n.a. n.a.
0OGC 49 mg/Nm?3 - Efficiency | 79.5% -
PM 24 mg/Nm? -| Space heating efficiency at nominal heat | 69.5% - _
Fire safety Insulation (Thermal Electric power consumption | n.a. n.a.
Total  Convection air conduct. of 0.105 —
distance space Wim.K at 400°C) Power consumption in standby mode | n.a.
Rear| dR 75 mm 75 mm - Energy-Efficiency Index (EEI) | 105
Sides | dS 150 mm 150 mm - Energy-Efficiency class | A
Ceiling | dC 750 mm 750 mm - Electric power (peak) | n.a.
Bottom | dB 0 mm 0 mm - Electric power (average) | n.a.
Distancebto ﬁjlacent w 1100 100 Voltage | n.a. @ SSSS 5 4 9
coml usfu‘m?hﬁf:]‘ mm mm Frequency | n.a. kW
Floorin front | dF 500 mm 500 mm - | Producttype CA
Side radiation area | dL| 1200 mm 1200 mm
Safety and accessibility in use Nominal output Part load output | Mechanical resistance and stability
Flue gas outlet temperature 309°C - Load bearing capacity | NPD
Minimum flue draught 12.0 Pa
ENERGIA- EHEPTVSA - ENEPTEIA- ENERGIJA - ENERGY - ENERGIE - ENERGI
Flue gas mass flow 5.6g/s
2015/1186
Fire safety of installation to the chimney T400G

Stav 6-H - installation [en] - 11/2025 n



Intended use : wood stove for space heating in residential
buildings. Please read and follow the user instructions

ENERG 9@

Safety and accessibility in use Nominal output Part load output

Mechanical resistance and stability

* *
c €19 :zf:cl)l::i::\;‘ting! Only use recommended fuels : wood logs '.’ N ’: STepTREEvEaY el @0
o~
) . . European standards: EH 122]8_12?10%%2&2 "“v 6 H 66x55
Stav S.A. Rue Jules Borbouse 4, 5170 Bois-de-villers . . o
- Notified body identification number: 0608
STUV 6 H 66x55 Declaration of performance number: QA191322927 AT
Hygiene, health and environment Nominal output Part load output | Energy economy and heat retention Nominal Part load
Emissions at 13% d'oxygéne CO| 824 mg/Nm? - Space heat output | 7.6 kW - n
NOx | 116 mg/Nm? - Water heat output | n.a. n.a.
OGC| 68mg/Nm? - Efficiency | 78.9% -
PM 24 mg/Nm? - Space heating efficiency at nominal heat output | 68.9 % - _
Fire safety Insulation (Thermal Electric power consumption | n.a. n.a.
Total  Convection air conduct. of 0.105 —
distance space W/mK at 400°C) Power consumption in standby mode | n.a.
Rear| dR 75 mm 0mm - Energy-Efficiency Index (EEI) | 104
Sides | dS 150 mm 0 mm - Energy-Efficiency class | A
Ceiling | dC 750 mm 0 mm - Electric power (peak) | n.a.
Bottom | dB O0mm 0mm - Electric power (average) | n.a.
Distancebto ifil)jlacent | 1500 1500 Voltage | n.a. % SSSS 7 4 6
com! usﬁ‘:miehf;). mm mm Frequency | n.a. kW
Floorin front | dF 700 mm 700 mm - | Producttype CA
Side radiation area | dL| 1500 mm 1500 mm -

Stav S.A. Rue Jules Borbouse 4, 5170 Bois-de-villers

exclusively

EN 16510-1:2022 &

European standards:
EN 16510-2-1:2022

Flue gas outlet temperature 275°C - Load bearing capacity | NPD
Minimum flue draught 12 Pa 12 Pa
ENERGIA- EHEPIVA - ENEPTEIA- ENERGIA- ENERGY - ENERGIE - ENERGI
Flue gas mass flow 6.79g/s -
2015/1186
Fire safety of installation to the chimney T400G
Intended use : wood stove for space heating in residential
g . . *
buildings. Please read and follow the user instructions ST E N ERG °®
- ) * *
19 before starting! Only use recommended fuels : wood logs " STepTREEvERY el @0

s6 H 76x60

Safety and accessibility in use Nominal output Part load output

Mechanical resistance and stability

Flue gas outlet temperature 354°C -

Minimum flue draught 12 Pa 12 Pa

Load bearing capacity | NPD

Flue gas mass flow 8.49g/s -

Fire safety of installation to the chimney T400G

9,3
o

~ Notified body identification number: 0608
STUV 6 H76%60 Declaration of performance number: QA191322929
Hygiene, health and environment Nominal output Part load output | Energy economy and heat retention Nominal Part load
Emissions at 13% d'oxygéne CO| 767 mg/Nm? - Space heat output | 9.3 kW -
NOx | 116 mg/Nm? - Water heat output | n.a. n.a.
OGC| 68mg/Nm? - Efficiency | 78.9% -
PM 21 mg/Nm? - Space heating efficiency at nominal heat output | 68.9 % - _
Fire safety Insulation (Thermal Electric power consumption | n.a. n.a.
Total  Convection air conduct. of 0.105 —
distance space W/mK at 400°C) Power consumption in standby mode | n.a.
Rear| dR 75 mm 0mm - Energy-Efficiency Index (EEI) | 104
Sides | dS 150 mm 0 mm - Energy-Efficiency class | A
Ceiling | dC 750 mm 0 mm - Electric power (peak) | n.a.
Bottom | dB O0Omm 0 mm - Electric power (average) | n.a.
Distance to adjacent Voltage | n.a. @ SSSS
combustible (ex.| dP| 1500 mm 1500 mm - Frequency| n.a.
furniture)
Floorin front | dF 700 mm 700 mm - | Producttype CA
Side radiation area | dL 700 mm 700 mm -

ENERGIA- EHEPTVIAi- ENEPTEIA- ENERGIA- ENERGY - ENERGIE - ENERGI

2015/1186

n Stiv 6-H - installation [en] - 11/2025
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Fiche produit

o~
EU 2015/1186 "l.v
Stavs.a.

Rue Jules Borbouse,4
5170 Bois-de-Villers
info@stuv.com - www.stuv.com

Référence du modele :
STOV 6 H 56x50

Fiche produit

-~
EU 2015/1186 "“v
Stivs.a.

Rue Jules Borbouse,4
5170 Bois-de-Villers
info@stuv.com - www.stuv.com

Référence du modele :
STOV 6 H 66x55

Fiche produit

-~
EU 2015/1186 "“v
Stivs.a.

Rue Jules Borbouse,4
5170 Bois-de-Villers
info@stuv.com - www.stuv.com

Référence du modéle :
STOV 6 H76x60

Classe d'efficacité énergétique

Classe d'efficacité énergétique

Classe d'efficacité énergétique

minimale

minimale

Puissance thermique directe 5.9 kw Puissance thermique directe 7.6 kW Puissance thermique directe 9.3kwW
Puissance thermique indirecte - Puissance thermique indirecte - Puissance thermique indirecte -
Indice d'efficacité énergétique 105 Indice d’efficacité énergétique 104 Indice d’efficacité énergétique 104
Rendgment u(llg ala puissance 79.5% Hendgment utllg ala puissance 789% Rendgment utllg ala puissance 789%
thermique nominale thermique nominale thermique nominale

Rendement utile & la charge 69.5% Rendement utile & la charge 689% Rendement utile & la charge 68.9%

minimale

Précautions particulieres qui doivent étre prises lors du
montage de I'installation ou de I'entretien du dispositif
de chauffage décentralisé :

Consulter les instructions d’installation, d’utilisation
et de maintenant

Précautions particuliéres qui doivent étre prises lors du
montage de l'installation ou de I'entretien du dispositif
de chauffage décentralisé :

Consulter les instructions d’installation, d’utilisation
et de maintenant

Précautions particuliéres qui doivent étre prises lors du
montage de I'installation ou de I'entretien du dispositif
de chauffage décentralisé :

Consulter les instructions d’installation, d’utilisation
et de maintenant

Stiv 6-H - installation [en] - 11/2025







Norms, accreditations and technical features (continued)

STOV6H STOV6H STOV6H
56x50 (UK) 66x55 76x60
Minimum draft to achieve the nominal 12 Pa 12 Pa 12 Pa
heating power
Smoke mass flow 5,6 (5,0) g/s 7,0 8/s 8,4 g/s
Smoke .temperature at the device outlet 3550C 3550C 354°C
(flue spigot)
Minimum cross-section of the
combustion air inlet from the outside 80 mm 80 mm 80 mm
Optimum power range for use 4 -8 kw 5-10 kw 6- 12 kW
Wood burning range per hour at the
recommended 12% humidity level 11-23ke/h 1:4-29kg/h 1.7 -34kg/h
Maximum amount of wood to be
burned per hour to prevent the device 2,5kg/h 3,3 kg/h 4,0 kg/h
from overheating
Maxumu.m Iog length 20 cm 33 cm 50 cm
when laid horizontally
Weight of the device 80 kg 95 kg 105 kg

Recommendations

We recommend that you ask a
qualified professional to install this
Stdv, who will be able to make

sure, among other things, that the
characteristics of the flue are suitable
for the stove being installed.

Installation of the stove, its accessories
and the surrounds must comply with
all (local and national) regulations and
(national and European) norms in the
country in which it is installed.

Certain national or local regulations
require an inspection panel for the

connection between the stove and the

smoke duct.

The stove must be installed in such a

way as to facilitate access to sweep

the chimney, the flue and the smoke

duct.

Any modification to the device may
be hazardous.

In addition, the device will no longer

be covered by the warranty.

Stav 6-H - installation [en] - 11/2025



The device
[1] Stove

Connection to the
combustion smoke outlet

pipe
[2] Smoke outlet towards

the rear and corresponding
finishing cover

[31 Smoke outlet upwards
and corresponding finishing
covers

Options

[4] @80mm rear air
connection kit

[6] @80mm air connection
kit from below

[6] Floor protection plate

Stav 6-H - installation [en] - 11/2025




Dimensions of the appliance and the floor plate (optional)

‘ G
g 0
View from the top
C
B
D
Br® L I\ 9
= —T il =05 J |
T [ L=
Vie’w‘from the left Front view
A B C D E F G
STOV 6 H 56x50 650 | 430 | 600 | 513 | 426 | 780 | 700
STUV 6 H 66x55 725 430 | 700 | 613 | 476 | 780 | 800
STOV 6-H 76x60 800 | 430 | 800 | 713 | 526 | 780 | 9200
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Dimensions - continued

Dimensions and positions of the smoke outlets

B

A
D =)
View from behind View from the left
A B C D
STOV 6 H 56x50 @130 300 124 562*
STOV 6 H 66x55 @150 350 124 637*
STOV 6-H 76x60 @150 | 400 | 124 | 712* | x_9/410mm
Dimensions and positions of the air intakes
L] E
G
B
A
o — G
=
C
D \J
View from the left View from below
A B C D E F G
STOV 6 H 56x50 280 357 212* 175 300 50 213
STOV 6 H 66x55 280 400 237* 175 350 50 263
STOV 6-H 76x60 @80 450 262* 175 400 50 313
*-0/+10mm




PREPARING THE AREA

Combustion air inlet

1

il

.
.

SEO

The stove needs air to burn. The
Stav 6 is designed to be connected
directly to an external air inlet
(independent of the air in the house).
We recommend this arrangement.

External air inlet

An adequate air inlet should ideally be
pointing either:

- vertically under the stove, to be
connected via a @80mm nozzle
[figure 11.

- horizontally behind the stove, to be
connected using an external air inlet
kit at the back and a @80mm nozzle
[figure 2].

This air inlet should preferably come
from a ventilated cavity, a ventilated
space (cellar), directly from the outside
(mandatory in some countries). In

this case, be aware of the risk of
condensation.

The duct that brings in the
external air...

... will be protected from the outside
with a grill where the cross-section

of the clearance is at least equivalent
to the cross-section of the air inlet.
Watch out for water getting in as
well as wind, as these could make the
system ineffective.

.... will be as short as possible to
prevent pressure loss and make sure
the house doesn't get cold.

If you use our standard @80mm
flexible duct, we recommend a
maximum length of 2m and no more
than 4 bends. If you do not follow
these recommendations, you will need
to compensate by having a larger
diameter and/or a more flexible tube.

Make sure you do not squash the
duct.

If it is not possible to connect the
stove to an external air inlet (the
least preferable option)...

The combustion air will then be drawn
directly from the room... make sure
the room is sufficiently ventilated
when the stove is in use.

NB

Beware of active air extractive systems
(cooker hood, air-conditioning unit,
controlled mechanical ventilation,
another stove etc.) in the same space
or in a neighbouring room. They also
use up a lot of air, could cause low
pressure in the area and disrupt the
smooth running of the stove.

It is also important to make sure that
the configuration chosen is completely
compatible with local and national
regulations.

Stav 6-H - installation [en] - 11/2025 m



Smoke duct

Make sure that the dimensions of the
duct, spaces left between combustible
materials, glass etc. comply with local
guidelines and the norms in force for

professional installation.

A few basic points

In order to draw properly, the stove
must be compatible with the chimney
flue (and vice versa).

Too big a chimney is just as bad for
the smooth running of the stove as
too small a chimney.

The flue also needs to be as straight
as possible, and insulated in order
to encourage the draw and avoid
condensation.

The ideal solution is a flue built
inside the building that is thermally
insulated. An external flue without
insulation would be unacceptable.

The fireplace can never be connected
to a flue that serves more than one
appliance.

Beware of heat loss

If there are several chimney flues
available: only use one; block up
unused flues at the top and bottom,
and in general, make sure that the
ceiling in the recess containing the
stove is well sealed [diagram 1].

Diameter of the smoke
outlet:

STOV 6 H 56x50: D130 mm
STOV 6 H 66x55: D150 mm
STUV 6 H 76x60: D150 mm

Connection to the smoke flue

Allow play of 2 mm/m for expansion of
the flue and to ensure smooth rotation
of the stove.

Upward connection [diagrams 1a]

If the flue is straight, it is installed in the
bottom of the cast iron smoke outlet.
Holes in the cast iron allow the flue to
be fixed using self-drilling screws.

If the flue is bent or deflected, it will be
fixed at the wall or ceiling.

Rear connection [diagram 1b]

Use only the specific smoke
outlet wich is fixed directly to the
combustion chamber of the device.

Tightness

The various components which make
up the connection between the stove
and the smoke flue and those which
make up the flue itself have to be
fitted so that they are airtight for the
condensation [diagram 2/a] rather
than the smoke [diagram 2/b].

Calculation of the height of the
duct

For the sinking of the duct at stove level,
add 25mm for a duct 2 mm in thickness
and 35mm for a 0.4 mm duct.

Stiv 6-H - installation [en] - 11/2025
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Environment and decorative items for the stove

Radiation

There may be a lot of heat radiation
on the glass. Make sure that the
materials exposed to this radiation are
resistant to high temperatures [figure
2].

Safety

Depending on the type of floor in
front of the appliance, it may be
necessary to use the protective plate
(e.g. the floor plate is recommended
to protect a wooden floor).

Avoid "calorie traps" in the niche or
hood

If the stove is located in a bell-shaped
environment (eg old hearth), this
space must be ventilated to avoid
"calorie traps".

Load-bearing capacity

Make sure that the floor is sturdy
enough for the stove as well as the
construction of its cladding; if you
have any doubts, talk to an expert.

INSTALLATION

When the equipment is delivered

1
@

stdllV 6H56x50

Stiv S.A. B-5170 Bois-de-Villers www.stuv.com

245974

ce

Warning!

Signature of the delivery note implies
the recipient's acceptance and
acknowledgement that the goods
are the ones that were ordered. It

is therefore important to check it
thoroughly at the time of delivery.

Complaints

If you have any complaints, always
mention the serial number displayed
on the stove [figures 1 & 2].
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Unpacking

1

Warning!

The paintwork is relatively fragile, so
handle the appliance with care when
installing it.

> Remove the fixing screw from the
crosspiece [diagram 2].

> Dismantle the pallet structure using
a crowbar [diagram 3].

> Break the fixing lug with pliers
[diagram 4].

Checking the contents

In the device's combustion
chamber, you will find:

- A can of paint for touch-ups,

- A black StGv glove to give to the end
user,

- Two pairs of white gloves for
handling the stove,

- A pack of hardware containing the
screws to attach the smoke outlet,

- Installation and usage instructions.

Stiv 6-H - installation [en] - 11/2025

If any accessories or options have
been ordered (floor plate, outside air
connections,...), they are arranged
around the stove or its packaging.

Make sure you have received all the
accessories and options you ordered.



Dismantling and moving

Note: In order to lighten the appliance for easier handling and to avoid damaging the finishing elements, it is
necessary to dismantle the door and the facings of the appliance before moving it.
The handling is then done by its tubular structure.

2

P

ﬁ = o= ‘T = T ﬁ\

Attention

To remove the rear facings, remove
the 4 upper nuts [Figure 6], then
loosen the 2 lower nuts and slide the
facings sideways out of the groove
[Figure 7&8].
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Dismantling and moving (continued)
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Make sure that the necessary
arrangements for the combustion air
intake and the smoke outlet have
been made, taking into account

the indications in the "dimensions"
chapter on page 6.

If the floor plate option is provided,
install it [diagram 1].

Place the appliance and adjust the
level [diagram 2].

External air connection from below

The outside air supply for combustion
can be done on the right or on the left
of the air box.

> Attach the hose to the nozzle using
a hose clamp [diagram 3].

> Break the pre-cut lid on the desired
side [diagram 1].

> Place the foam gasket in the nozzle
on the air box, rotate the nozzle to
lock it [diagram 2].

Stav 6-H - installation [en] - 11/2025



External air connection from the rear

Notes:

> Use a temperature resistant glue for
bonding the finishing rosette [diagram
4].

> Saw off the first junctions of the
pre-cut lid from the rear walls using
a hacksaw then break the following
[diagram 5 & 6].

Stiv 6-H - installation [en] - 11/2025



Top flue connection

Caution: Attach the nozzle to the
j_// Z ]

1 d/ % fireplace using self-tapping screws.

® Three holes are fitted for this purpose

in the cast iron flange [diagram 5].

Stav 6-H - installation [en] - 11/2025 m



Rear flue connection (continued)

Notes:

5

> Use a temperature resistant glue for
bonding the finishing rosette [diagram
51].
> Saw the first junctions of the precut
cover using a hacksaw then break the
following [diagram 6-8].

m Stiv 6-H - installation [en] - 11/2025



Reassembling and adjusting the smoke deflectors
1 2 The default position of the vermiculite
deflector housing is the highest

position. If you have a “lazy"

o %’ff = TVT\//’% chimney, you can lower the housing
il to the second or third notches [figure
e 21.

N Use the markings on the side to get
the right position for the deflector
housing [figure 3].

— =

w

=1 = P= an——
®

DRAUGHT OPTIMISATION

AN /N if the draught is poor, cut
out one of the pre-cuts located on
the back of the upper vermiculite
[diagram 1]. In the case of a
particularly lazy chimney, repeat the
operation until the ideal draught is
achieved.
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Reassembly of side facings and door

m Stiv 6-H - installation [en] - 11/2025
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Adjusting the air damper stopper - Settings for Clean Air act text 1993 in the UK

4@%

- = ]

In order to meet the requirements
of the Clean Air Act Text 1993, the
air supply control cannot go below a
defined threshold.

Remove the damper cover [figure 1-31]
and adjust the control according to
the corresponding measurement in
the table [figure 4].

Position the stopper against the
control and tighten it [figure 5].

Once the adjustment has been made,
refit the damper cover [figure 3-1].

X
6 H 56x50 52,5mm
6 H 66x55 51,5mm
6 H 76x60 50mm

When installation of the stove is complete...

... carry out a test to make sure the
stove is working.

Before you start, make sure that no
element connected to installation has
been left in the combustion chamber
orin any gaps.

The first time you light the fire, some
fumes and smells may be released:
make sure the room is well ventilated.

Please refer to the instructions for use.

Once the stove is installed, give the
instructions back to the user. Fill in
the warranty certificate with them
(online), the acceptance report

and the installation report, and
recommend that they send this back
to the manufacturer or importer.

Stav 6-H - installation [en] - 11/2025 m



Ecodesign technical parameters for decentralised solid fuel heaters
according to commission (EU) 2015/1185 and 2015/1186 and Ecodesign regulations

stalv

Details of the device:

STUV 6 H 56x50 SGS /0608

EZKA/2025-09/00007-1

Model reference(s) : Notified body / body number :

Equivalent models : - Test report number:

Indirect heating functionality : | no Applied harmonized standards: | EN 16510-1 & EN 16510-2-1: 2022
Direct thermal power : 5.9 kw Other applied standards / tech- | _
Indirect thermal power : 0.0 kW nical specifications :

Details of the reference fuel (only one) :

Seasonal | Emissions from space heating at | Emissions from space heating at
Reference | Other space rated thermal output (*) : minimum heat output (*) (**) :
- heating
Fuel fuel (only eligible fuel energy PM ‘ 0OGC ‘ CcO ‘ NO, PM ‘ 0OGC ‘ CcoO ‘ NO,
one): (s): efficiency 3130 3130
n, [X%L: [IxXImg/Nm? (13% O,) IxXI mg/Nm? (13% O,)
Wood logs with a
moisture content < 25% | Y©° no 69:5 24 49 824 109 ) ) ) )
Compressed wood witha | | no N.A. NA. | NA | NA | NA | NA | NA | NA | NA
moisture content of < 12%
Any other fuel no no N.A. N.A. N.A. N.A. N.A. N.A. N.A. N.A. N.A.
(*) P = particulate matter, OGCs = organic gaseous compounds, CO = carbon monoxide, NOx = nitrogen oxides.
(**) Only required if correction factors F(2) or F(3) are applied
Characteristics when operating with the reference fuel (only one) :
Characteristics Symbol Value Unit Characteristics Symbol Value Unit
Heating output Useful efficiency (NCV as received)
Thermal output p 5.9 KW Useful efficiency at nominal heat output Dinom 79.5 %
Useful efficiency at minimum heat %
Minimum thermal output P i KW output (indicative) Din,min - °
(indicative) min
Auxiliary power consumption Type of heat output/room temperature control (select only one)
At nominal heat output el n.a. KW Single stage heat output control, no room temperature control yes
Two or more manual stages, no room temperature control no
At minimum heat output el . n.a. kW
With mechanic thermostat room temperature control no
In standby mode elgg n.a. kwW
. : With electronic room temperature control no
Permanent pilot flame power requirement
With electronic room temperature control plus day timer no
Pilot flame power requi- P na KW
rement (if applicable) pilot h With electronic room temperature control plus week timer no
Other control options (multiple selections possible)
Energy efficiency
Room temperature control, with presence detection no
Energy efficiency index ) 105 ) Room temperature control, with open window detection no
Energy efficiency class - A - With distance control option no

Special precautions for assembly, installation or maintenance :

Fire protection and safety distances, such as distances to combustible building materials, must be observed! An adequate supply of com-
bustion air to the appliance must be guaranteed at all times. The flue gas values of the appliance must be observed when

dimensioning the chimney!

Fabricant STUV SA

Contact

Thomas Duquesne
Science & Technology Manager
certifications@stuv.be

Address

Belgique

Rue Jules Borbouse,4
5170 Bois-de-Villers

Gérard Pitance
Managing Director and Founder

i _

Jean-Francois Sidler
Chief Executive Officer and Managing Director




Ecodesign technical parameters for decentralised solid fuel heaters

according to commission (EU) 2015/1185 and 2015/1186 and Ecodesign regulations

Details of the device:

stalv

Model reference(s) :

STUV 6 H 66x55

Notified body / body number :

SGS /0608

Equivalent models :

Test

report number :

EZKA/2020-01/00001-5

Indirect heating functionality : | no Applied harmonized standards: | EN 16510-1 & EN 16510-2-1: 2022
Direct thermal power : 7.6 kW Other applied standards / tech- |
Indirect thermal power : 0.0 kW nical specifications :

Details of the reference fuel (only one) :

Seasonal | Emissions from space heating at | Emissions from space heating at
Reference | Other space rated thermal output (*) : minimum heat output (*) (**) :
- heating
Fuel fuel (only eligible fuel energy PM ‘ 0OGC ‘ CcO ‘ NO, PM ‘ 0OGC ‘ CcoO ‘ NO,
one): (6): efficiency 3130 3130
n, [X%L: [IxXImg/Nm? (13% O,) IxXI mg/Nm? (13% O,)
Wood logs with a
moisture content < 25% | Y©° no 68.9 24 68 824 e ) ) ) )
Compressed wood witha | | no N.A. NA. | NA | NA | NA | NA | NA | NA | NA
moisture content of < 12%
Any other fuel no no N.A. N.A. N.A. N.A. N.A. N.A. N.A. N.A. N.A.
(*) P = particulate matter, OGCs = organic gaseous compounds, CO = carbon monoxide, NOx = nitrogen oxides.
(**) Only required if correction factors F(2) or F(3) are applied
Characteristics when operating with the reference fuel (only one) :
Characteristics Symbol Value Unit Characteristics Symbol Value Unit
Heating output Useful efficiency (NCV as received)
Thermal output p 76 KW Useful efficiency at nominal heat output Dinom 78.9 %
Useful efficiency at minimum heat %
Minimum thermal output P i KW output (indicative) Din,min - °
(indicative) min
Auxiliary power consumption Type of heat output/room temperature control (select only one)
At nominal heat output el n.a. KW Single stage heat output control, no room temperature control yes
Two or more manual stages, no room temperature control no
At minimum heat output el . n.a. kW
With mechanic thermostat room temperature control no
In standby mode elgg n.a. kwW
. : With electronic room temperature control no
Permanent pilot flame power requirement
With electronic room temperature control plus day timer no
Pilot flame power requi- P na KW
rement (if applicable) pilot : With electronic room temperature control plus week timer no
Other control options (multiple selections possible)
Energy efficiency
Room temperature control, with presence detection no
Energy efficiency index ) 104 ) Room temperature control, with open window detection no
Energy efficiency class - A - With distance control option no

Special precautions for assembly, installation or maintenance :

Fire protection and safety distances, such as distances to combustible building materials, must be observed! An adequate supply of com-
bustion air to the appliance must be guaranteed at all times. The flue gas values of the appliance must be observed when
dimensioning the chimney!
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Ecodesign technical parameters for decentralised solid fuel heaters

according to commission (EU) 2015/1185 and 2015/1186 and Ecodesign regulations

Details of the device:

stalv

Model reference(s) :

STUV 6 H 76x60

Notified body / body number :

SGS /0608

Equivalent models :

Test

report number :

EZKA/2020-01/00001-3 & -4

Indirect heating functionality: | no Applied harmonized standards: | EN 16510-1 & EN 16510-2-1: 2022
Direct thermal power : 9-3 kW Other applied standards / tech- |
Indirect thermal power : 0.0 kW nical specifications :

Details of the reference fuel (only one) :

Seasonal | Emissions from space heating at | Emissions from space heating at
Reference | Other space rated thermal output (*) : minimum heat output (*) (**) :
- heating
Fuel fuel (only eligible fuel energy PM ‘ 0OGC ‘ CcO ‘ NO, PM ‘ 0OGC ‘ CcoO ‘ NO,
one): (6): efficiency 3130 3130
n, [X%L: [IxXImg/Nm? (13% O,) IxXI mg/Nm? (13% O,)
Wood logs with a
moisture content < 25% | Y©° no 68.9 21 68 67 e ) ) ) )
Compressed wood witha | | no N.A. NA. | NA | NA | NA | NA | NA | NA | NA
moisture content of < 12%
Any other fuel no no N.A. N.A. N.A. N.A. N.A. N.A. N.A. N.A. N.A.
(*) P = particulate matter, OGCs = organic gaseous compounds, CO = carbon monoxide, NOx = nitrogen oxides.
(**) Only required if correction factors F(2) or F(3) are applied
Characteristics when operating with the reference fuel (only one) :
Characteristics Symbol Value Unit Characteristics Symbol Value Unit
Heating output Useful efficiency (NCV as received)
Thermal output p 9.1 KW Useful efficiency at nominal heat output Dinom 78.9 %
Useful efficiency at minimum heat %
Minimum thermal output P i KW output (indicative) Din,min - °
(indicative) min
Auxiliary power consumption Type of heat output/room temperature control (select only one)
At nominal heat output el n.a. KW Single stage heat output control, no room temperature control yes
Two or more manual stages, no room temperature control no
At minimum heat output el . n.a. kW
With mechanic thermostat room temperature control no
In standby mode elgg n.a. kwW
. : With electronic room temperature control no
Permanent pilot flame power requirement
With electronic room temperature control plus day timer no
Pilot flame power requi- P na KW
rement (if applicable) pilot : With electronic room temperature control plus week timer no
Other control options (multiple selections possible)
Energy efficiency
Room temperature control, with presence detection no
Energy efficiency index ) 104 ) Room temperature control, with open window detection no
Energy efficiency class - A - With distance control option no

Special precautions for assembly, installation or maintenance :

Fire protection and safety distances, such as distances to combustible building materials, must be observed! An adequate supply of com-
bustion air to the appliance must be guaranteed at all times. The flue gas values of the appliance must be observed when
dimensioning the chimney!

A

Gérard Pitance
Managing Director and Founder

STUV SA

Fabricant

Contact Thomas Duquesne
Science & Technology Manager

certifications@stuv.be

Address Rue Jules Borbouse,4
5170 Bois-de-Villers o
Belgique Jean-Francois Sidler

Chief Executive Officer and Managing Director




ACCEPTANCE OF WORKS

PLEASE COMPLETE IN BLOCK CAPITALS.

THE PURCHASER

YOUR STOV STOVE 6

SERIAL N .ttt
DATE OF INSTALLATION ..ottt

FLUE CHARACTERISTICS

HEIGHT OF FLUE IN M ...
DIAMETER OF FLUE IN MM ...
TYPE OF FLUE .o

CHECK OF SYSTEM'S SETTINGS

CHECK ON THE VACUITY OF THE FLUE ..o
VALIDATION OF DRAUGHT .....ooiiiiiiiiiiiiiiicec e
VERIFICATION OF AIR INLET SETTING

(OPEN/CLOSED) ..ttt

CHECK OF THE HUMIDITY OF THE WOOQOD ..................... HUMIDITY % [1NO wooD

SAFETY GUIDELINES

The use of this system has to comply with the installer's recommendations and the manufacturer's instructions which are
set out in the directions for use issued to the customer with the invoice and this confirmation of acceptance.

The efficiency and longevity of the system depend directly on the quality of wood used: it is essential that wood with
humidity of less than 18% (*) or reconstituted wood briquettes are used. Green wood with drying-out time of less than
24 months cannot be used (more information in the "fuels" section on pages 8 and 9 of the directions for use).

THE INSTALLATION ENGINEER (name written out in full and signature)............cccoocviiiinnns

THE CUSTOMER (name written out in full and signature) ...........cccoooiiiiiiiiiiii e
[ Instructions and recommendations for lighting, using and looking after the stove given to the user.

* www.nfboisdechauffage.org
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CONTACTS

Stav stoves are designed and Importer for Finland Importer for Denmark
manufactured in Belgium by Suomen Sisustustakka Oy Stove APS

Stlv sa Lautamiehentie 2, 02 Aldershvilevej 84 — 2880 Bagsvaerd
rue Jules Borbouse 4 770 Espoo, Finland T51331093

B-5170 Bois-de-Villers (Belgium) +358 40 0718846

info@stuv.com — www.stuv.com Importer for Estonia

Importer for Sweden Tulering Kaminasalong Ol

Eldoform Sverige AB Sopruse 145 — 13417 Tallinn
Slipgatan 2 — 117 39 Stockholm T +372 56 249 004 - www.tulering.ee
T 0707 883 53 — www.eldoform.se
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installation instructions
Stav 6 [en

11/2025 SN 56x50: 209427 -...
SN 66x55: 209576 -...
SN 76x60: 209726 -...

Stlv reserves the right to make changes without prior notice.
These instructions have been produced with the greatest of care. However, we do not
accept responsibility for any errors that may have been made.

Editor: Gérard Pitance — rue Jules Borbouse 4 — 5170 Bois-de-Villers — Belgium

[nl] [de] [it] [es] [pt]l [cz] [en] [fr] >
This document is available in several languages:

Contact your distributor or visit www.stuv.com

93104929 - notice d'installation 6-H [EN]



